
Contract

Phase Item

 1000-             1000

 1010-             1010

 1020-             1020

 2000-             2000

 2020-             2020

 3000-             3000

 3010-             3010

 3020-             3020

 3030-             3030

 3040-             3040

 3050-             3050

 3060-             3060

 3070-             3070

 3080-             3080

 3090-             3090

 3100-             3100

 3110-             3110

 3120-             3120

 3130-             3130

 3140-             3140

 3150-             3150

 3160-             3160

 3170-             3170

 3180-             3180

 3190-             3190

 3200-             3200

 3210-             3210

 3220-             3220

 5000-             5000

 5010-             5010

 5020-             5020

 5030-             5030

 5040-             5040

 5050-             5050

 5060-             5060

 5070-             5070

 5080-             5080

 5090-             5090

 5100-             5100

 5110-             5110

 6000-             6000

 6010-             6010

 6020-             6020

 7001-             7001

Description

CONCRETE DOCK APRON

TOPSOIL REPLACEMENT 6"

PAVEMENT STRIPING

6" CURB AND GUTTER

4" SIDEWALK

2.5" 19MM BASE PAVING

MILLINGS AT 2"

PARKING BUMPERS

2" 9.5MM SURFACE PAVING

4" 19MM BASE PAVING

1.5" 9.5MM SURFACE PAVING

6" CR-6 FOR ACESS ROAD

6" CR-6 FOR PARKING LOT (2850 TONS)

9" CR-6 FOR HD PAVING (6966 TONS)

CLASS 1 RIP RAP

4" CR-6 FOR SIDEWALKS (500 TONS)

4" CR-6 FOR DOCK ARPON (530 TONS)

YARD INLET

OUTFALL STRUCTURE

BIORETENTION AREA

COG/COS OPENINGS

TRENCH DRAIN & ROOF DRAINS

CURB INLET

STANDARD SHALLOW MANHOLE

TYPE "S" INLET

TYPE "K" INLET

36" ADS PIPE INCLUDING END SECTIONS

8" PVC

12" PVC

18" ADS PIPE INCLUDING HEADWALL

24" ADS PIPE INCLUDING END SECTIONS

30" ADS PIPE

CURB INLET PROTECTIONS

12" ADS PIPE INCLUDING END SECTION

15" ADS PIPE

SILT FENCE

SUPER SILT FENCE

AT-GRADE INLET PROTECTION

STRIP TOPSOIL AND STOCKPILE

CUT AND FILL

UTILITIES

Job:      7350  DIXON DISTRIBUTION CENTER  

MOBILIZATION

CONSTRUCTION STAKEOUT

MAINTENANCE OF TRAFFIC

JC Job Phases 



 7010-             7010

 7020-             7020

 7030-             7030

 8000-             8000

 8010-             8010

 8020-             8020

 9001-             9001

 9002-             9002

 9003-             9003

 9004-             9004

 9005-             9005

 9006-             9006

 9007-             9007

 9008-             9008

 9009-             9009

 9010-             9010

 9011-             9011

 9012-             9012

 9013-             9013

 9014-             9014

 9015-             9015

 9016-             9016

 9017-             9017

 9018-             9018

 9019-             9019

 9020-             9020

 9021-             9021

 9022-             9022

 9023-             9023

 9024-             9024

 9025-             9025

 9027-             9027

 9028-             7001

 9029-             9029

 9030-             1000

 9031-             9031

 9032-             9032

 9033-             9033

 9034-             9034

 9035-             1000

 9036-             9036

 9037-             9037

 9038-             9038

 9039-             9039

 9040-             9040

 9041-             9041

 9900-             1000

 9901-             1000

ALLOCATIONS 2018/19

ALLOCATIONS 2019/20

EXTRA EXCAVATE MUCK OFF PAD

EXTRA FURNISH & INSTALL RECYCLED CONCRETE (RC-2 OR 6)

EXTRA FURNISH & INSTALL CR-6

CREDIT TEMP ROAD TO PAD 12" X 210" X 12'

CREDIT INSTALL 15' X 15' CONCRETE WASHOUT

EXTRA IMPORT SAND & SPREAD SAND

MILL AND INSTALL 4" 19MM BASE

ASPHALT ADJUSTMENT

DRAINAGE ISSUE REPAIRS

REPLACEMENT OF DAMAGED COLUMN

WATER - 8" DUCTILE IRON FOR FIRE PROTECTION

ASPHALT ADJUSTMENT FOR JUNE/AUGUST

BACKFILL WALL W/ ONSITE MATERIAL

EXPORT TOPSOIL

EXCAVATE UNSUIT MAT & BACKFILL (42 LDS) 03/26&27/18

EXCAVATE MUCK OFF PAD

RECYCLED CONCRETE

FURNISH AND INSTALL CR-6

UTILITY CROSSES

T & M BACKFILL RETAINING WALL

DELIVERY OF SAND

INSTALL 15' X 15' CONCRTE WASHOUT

CLEANOUT CONCRETE WASHOUT

EXCAVATE BUILDING PAD

29" X 45" REINFORCED CONCRETE PIPE

CLAY CORE

TEMP ROAD TO PAD 12" X 210' X 12'

HEADWALL CHANGES (18" TO 24")

19" X 30" REINFORCED CONCRETE PIPE

24" X 38" REINFORCED CONCRETE PIPE

74" X 48" MANHOLE

CURB OPENING

END SECTION CHANGES

MANDREL TESTING

TEMPORARY STORM DRAINAGE

STANDARD STORMDRAIN MANHOLE

B-2 EARTH DIKE

BAFFLE BOARD

DRESS UP LANE WITH MILLINGS & 57 STONE

SEWER

SIGNS AND TIMBER BARRICADES

A-2 EARTH DIKE

PERMANENT SEED & MULCH

CURLEX

WATER

TEMPORARY SEED & MULCH


